
ASLAN Digital Printing Vinyls –  
Tips and FAQs for optimal results

To achieve the best print quality on ASLAN digital printing vinyls, follow these guidelines:
Before printing, ensure that the vinyls are clean and free from dust or dirt before printing. Use lint-free gloves to prevent fingerprints and other 
contaminants. Our digital printing films are compatible with common solvent, eco-solvent, latex and UV-curable inks.
Tip: If the ink is not sufficiently dried, it may cause that the digital printing film becomes soggy and negatively affects the adhesive.

•	� The minimum drying/outgassing time before lami-
nation is 24 h

•	� For prints with heavy ink saturation (darker rather than lighter), a longer outgassing 
time of 72 hours is recommended to ensure the print is fully dry before lamination

Over-Laminate 
Match the digital printing vinyl with recommended laminate to protect the printed vinyl against dirt and dust, ensuring longevity and pre-
venting issues like delamination or edge curling.
How long should I wait before applying the over-laminate? 
Allow printed vinyl to dry/outgas at room temperature for at least 24 hours before applying the over-laminate. For highly saturated prints, 
extend the drying time to 48-72 hours for optimal results.
Troubleshooting 
How can I prevent edge curling or shrinking? Ensure that the printed vinyls dry adequately for 24-48 hours at room temperature. Outgas 
time of 48-72 hours for highly saturated prints, before trimming or applying. Store the vinyls in a well-ventilated area and unwind them 
loosely from the core to release solvent gases and avoid adhesion problems. Graphics trimmed or plotted within 24 hours post-printing 
may cause edge curling or shrinking upon application due to improper handling.
How can I avoid application issues like bubbles and wrinkles? Apply the films in a clean, dust-free environment. Use application tools 
such as squeegees and heat guns as recommended. Take your time to smooth out the vinyl, starting from the center and working your 
way outwards to avoid trapping air.
Storage 
How do I store ASLAN vinyls correctly? Store ASLAN self-adhesive films in a cool, dry place away from direct sunlight. Store rolls upright 
or hanging to prevent deformation. Avoid laying the vinyls on their sides. Ideal storage conditions: 59-77° F, 50-60 % relative humidity.
Durability 
What is the durability of ASLAN digital printing films? The durability depends on proper storage. With correct conditions, ASLAN self- 
adhesive films typically last several years. For detailed shelf life and product-specific information, refer to the technical data sheets.

Squeegees
WoodSqueegee ASLAN FB 1: wooden squeegee with a felt edge, 6“ long, 
stable and durable, the felt edge prevents the film surface getting scratched
WoodSqueegee ASLAN FB 2: wooden squeegee with a felt edge, 10“ long, 
stable and durable, the felt edge prevents the film surface getting scratched
FeltSqueegee ASLAN FR 20: synthetic felt, apply self-adhesive films quickly 
and easily, suitable for wet application as the felt does not soak up water
WhiteSqueegee Felt ASLAN KRF 1: universal plastic squeegee with felt edge

Cutting Tools
ASLAN Cutter: Universal cutting tool in a stable metal design

Liquids
CleaningLiquid ASLAN AKR: Ideal for cleaning and degrea-
sing surfaces before applying film
TransferLiquid ASLAN TL 10: Transfer-Liquid for effective 
wet bonding, ~ 17 fl.oz bottle including spray bottle, mixing  
ratio with water 1:10

For the proper application of our digital printing films, we recommend using our tools:

Please refer to the technical data sheets for further recommendations.

All technical data and advice is based on our experience and measured testing that we believe to be reliable.  
It remains the customer’s responsibility to test the suitability of our products for the intended purpose.
The quality of our products is regularly examined, upgraded and developed. We therefore reserve the right, without prior notice, to adjust, 
upgrade and improve the chemical structures or physical characteristics of our products in accordance with our latest knowledge.

State 9|2024 Additional Support and technical Information: For comprehensive product 
information, technical data sheets, and customer support:
•	 Visit our website: www.aslanvinyls.com 
•	 Contact us via our website's contact form


